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Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT ' 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 

As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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About the CAD D -Diplomat PC Communications System 

CADD-Diplomat™ PC Communications System 
Version A 

Copyright© 1 998 SIMS Deltec, Inc. 
Ail rights reserved. 



Warning: This computer product is protected by copyright law and international treaties. 
Unauthorized reproduction or distribution of this program, or any portion of it may result in 
severe civil and criminal penalties, and will be prosecuted to the maximum extent possible 
under law. 

Deltec® is a registered trademark of SIMS Deltec, Inc. 
CADD-Diplomat™ and CADD-Priztn™ are trademarks of SIMS Deltec. 
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Programming the Pump 

Connactto a patient's pump by connecting with a SVC' ".K-tn, «:-onn ^i:.tri»:j wrUt a ;x^vS VD rnodem, or connecting 
directly to a pump . 



The pump pictured on your computer screen functions like an actual pump. Use your mouse to clicK on the pump 
keys to program or review the pump's settings as you normally would. The display will show actual screens from 
the patient's pump. 

See the Operator's Manual for detailed instructions on programming the pump. 



^ PC Communications 




Modem Types 



Two types of modems are Simultaneous Voice/Data (SVD) and non-SVD. A SVD modem allows you to talk to the 
patient on the telephone during communications, because it can transfer information and voice at the same time. 
Wth a non-SVD modem you cannot talk to the patient, because it can only transfer data during communications. 
The CAD D- Diplomat PC Communications System is designed to be used with a SVD modem, and this is the type 
of modem that may be purchased through SIMS Deftec. 

Both of these modem types can be internal, inside the computer case, or external, outside of the computer case. 
You will need to know what kind of modem you have to find the correct set of instructions. • 



Using a SVD modern 

Using a non- SVD modern 

Connecting dir ectly to a Pump (Pump to PC) 
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Connecting directly to a pump (Pump to PC) 

If you want to run reports from a pump you have in your office, you can connect the pump to the PC directly using 
a Deltec Interface Cable and a NULL modem cable. The interlace cable allows connection between the pump 
and NULL Modem cable. The NULL modem cable, which allows the pump and the computer to connect without a 
modem, makes the modem null, or unnecessary. It attaches to the PC. 

1 . Connect the end of the N U LL modem cable wilh 9 pin holes to the serial port on the back of the computer 's 
central processing unit and tighten the screws . 

2. Connect the other end of the NULL modem cable to the end of the interface cable with 25 pins. 

3. Attach the other end to the "data in tout" jack on the pump. "Cable attached for Communications" appears on 
the pump screen. 

4. Press the ENTER key on the patients pump. The message " Connecting. .." appears on the patients pump ■ 
screen. 

5. On the main screen on PC Communications, press [Connect direct]. 

6 . The screen will display a window that shows each step of the connection process . When the connection 
process is complete, click on "OK." '"Communications Link" appears on the patient's pump screen when 
connected. 
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What happens during communications 

■ During communications, all screens from the patient's pump display on your PC. When you are viewing screens, 
the patient's delivery is not suspended. When the patient's pump is stopped and you are altering the program, 
the patient's delivery is suspended. 

The patient is unable to see the screens you are viewing and the changes you are making. Instead, the message 
"Communications Link Connected, Please War displays on the patient's purnp the entire time you are 
communicating. 
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What am 1 unable to do during communications 

Using a SVD modem 

Using a non- S VP modem 

Connecting directly to a Pump (Pump to PC) 



What am I able to do during communications? 

♦ Change the lock level of the patient's pump 

♦ Program and review any of the patient's pump screens 

♦ Start or stop the patient's pump 

♦ Use any of the Options on the patient's pump, except Prime 

♦ Start a Clinician Bolus (PC A Delivery Mode; actual delivery will begin immediately) 

♦ Use the Immediate Taper Down Option (TPN Delivery Mode, CADD-Prizm VIP pump only) 

♦ Speak uuiih the patient over an attached telephone if you're using a SVD modem 

What am I unable to do during communications? 

Using a SVD modem 

Using a non-SVD modern 

Connecting directly to a Pump (Pump to PC) 
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What am I unable to do during communications? 



Prime the patient's pump using the Prime Option 

Start a Demand Dose for the patient (PCA delivery mode) 



What am I able to do during communications? ' 

Using a SV'D modern 

Using a non-SVP modem 

Connecting directly to a Pump (Pump to PC) 
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Preparing Patient for Communications 

You may want to call the patient before initiating communications to make sure the patient has the modem 
equipment properly set up. 

1 . Call the patient. 

2 . Instruct the patient how to set up the equipment tor communications : 

• Attach the phone cord to the modem's "phone" jack. 

• Attach the phone line wire from the modem's "phone line" jack to the wall phone jack. 

• Attach the interface cable to the "serial port' on the modem . 

NOTE: It the patient's pump is delivering at a high rate, it is recommended that they use an external power 
source during communications . 

Using a SVP modem 
Using a non-S VP modem 
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